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(970) 926-6489
Edwards, CO 81632

804 Crazy Horse Circle INSPECTION
ORDER FORM

Elevation Home Inspections, Inc.

Sample Report

110 Oak Road 
Any town ME 04055

Client First/Last :

Client Address :
City/State/Zip : 

Work/Day Phone:
Home/Eve Phone:

Order Date :
Referred By:Payment :

Property Description :

Property Address :
City/State/Zip :

Map Coordinate:

Owner/Tenant :
Day Phone:
Eve. Phone:

Cross Street : 
DIRECTIONS :

Attending (Planned):

Special Instruction : 
Inspection Set-Up :
Confirmation Prior :

INSPECTOR :

FOR INSPECTOR'S USE

Finish:
Start:
End:

Start:

ACTUAL ATTENDEES

Wednesday, July 12, 2006
Mailing check

Single Family

15 Any Street Beaver Creek
Avon

none

Radon test in on 7/12/06 
Agreed to the contract over the phone and by e-mail.

w/ Buyer's Agent w/ Seller's Agent w/ Client

8:30 am
4:00 pm

117,568
117,585

Client Buyer's Agent Seller's Agent Seller

CO 81620

James Taylor

300
111

REPORT #:
-
-

-
-

7.50Total:

$150.00Radon Fee :
Additional Services :

Ordered by: Buyer
Buyers Agent

# of units: 1

Subdivision:

Sample@report.com

PAYMENT: 

Jul 30, 2006Date Paid:

YesSigned Contract:

Sample
888-1111
111-2222

Schedule Date : Time: 8:30 am

Total: 17

TIME MILEAGE

Square Footage:Age: 5,2111998
Crawlspace

Mr. 

Closed Date:

Roof age:Additions /Alterations: 8

Base Fee: $510.00Fees :

YesOccupied: Utilities: On per agentNoPreviously Inspected :

Buyers Agent :

Work Phone:

Res. Phone:Office :

Address :

City/State/Zip :

Sellers Agent :

Work Phone:

Res. Phone:Office :
Address :

-
-

-
-

Fax #:

Fax #:

-

-

City/State/Zip :

TOTAL DUE: $660.00

Hrs.

Sunday, July 30, 2006

Bedrooms: 5
# of  Baths: 6

Air  Condi t ioning: No

CheckPayment Type:

   

C

926-1111
331-1111Any Realestate Company

Po Box 1111 926-5555

John Doe

COEdwards 81632

Any Realestate Company

EdwardsCO81632
1111 Any Road

JaneDoe
376-4060
926-3505

926-3692

$150.00ADDITIONAL SERVICES: 

$510.00

rbarker@slifer.net

970
970

970

970
970

970

C

$660.00

INSPECTION FEES:

SUB TOTAL: $660.00

TOTAL FEES: 

INSPECTION FEE:
 

Email:

Email:

Email:

Foundation type :
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The "Matrix" Report lists the systems and components inspected by this company.  Items not found in this report are considered beyond the scope of
this inspection, and should not be considered inspected at this time.
When "APPEARS SERVICEABLE"  is checked it means that we did not observe conditions that would lead us to believe problems existed  with this
system or component.  The item is capable of being used.  Some serviceable items may, however, show wear and tear.  Other conditions are checked,
if applicable, in the body of the report.
Significantly deficient systems or components  will be identified as: Not functional / unsafe / worn / near end of lifespan.  When in the inspector's
opinion, an item is "significantly deficient", the reason will be checked within the body of the report.
Please read the entire report for all items checked.
Notice:  This report contains technical information.  If you were not present during this inspection please call the office to arrange for a verbal
consultation with your inspector.  If you choose not to consult with the inspector, this inspection company cannot be held liable for your understanding
or misunderstanding of this report's contents.

                                           KEY TO THE INSPECTION REPORT
               * Items that have an asterisk next to them.  This item or component warrants additional attention, repair or monitoring.

                     (1)  Items that have a  (1)  next to them.  The Bracketed Numbers are defined as follows:

   (1)         Recommended evaluation by a qualified licensed structural engineer / geotechnical engineer.

   (2)        Recommend further review and repairs as needed by a qualified licensed contractor or specialty tradesman dealing with that
                      item or system.

   (3)        Recommend further review for the presence of any wood destroying pests or organisms by qualified Pest Inspector.

    (4)        This item is a safety hazard - correction is needed

    (5)        Recommend upgrading for safety enhancement.  This building may have been constructed  before current safety standards
were developed.

                                   NOTICE:  AN ABRIDGED VERSION OF THIS KEY IS PRINTED AT THE TOP OF EACH  REPORT PAGE.
Please read the special "NOTICES" in each section of the report for further information concerning the limitations of this inspection.

If you do not understand how to read this report please contact our office.

Start Time:

I have read and understand the Key to the Matrix Inspection Report.

I agree to read the special "NOTICES" in each section of the report for further information concerning the
limitations of this inspection.

IMPORTANT NOTICE TO THIRD PARTIES OR OTHER PURCHASERS: RECEIPT OF THIS REPORT BY ANY PURCHASERS OF THIS
PROPERTY OTHER THAN THE PARTY(IES) IDENTIFIED ON THE CONTRACT PAGE #1 IS NOT AUTHORIZED BY THE INSPECTOR.  THE
INSPECTOR STRONGLY ADVISES AGAINST ANY RELIANCE ON THIS REPORT.  WE RECOMMEND THAT YOU RETAIN A QUALIFIED
PROFESSIONAL INSPECTOR TO PROVIDE YOU WITH YOUR OWN INSPECTION AND REPORT ON THIS PROPERTY.

The weather condition at the time of inspection was
Approximate temperature during
inspection

Property Information:

Approximate age of building: Stated by:
Approximate age of roof:
Additions / Alterations to:

Stated by:

KEY TO THE INSPECTION REPORT SampleReport #:

Inspection Date: Completion Time:Jul/30/2006, Sunday 4:00 pm

The subject property inspected was a (an):

Client's Initials ____________  Representative/Agent's Initials____________

Client's Initials ____________  Representative/Agent's Initials___________

Present During The Inspection: Client Buyer's Agent Seller's Agent Seller

# of units 1Single Family.

8
Buyer
Buyer

degrees F85.0

Elevation Home Inspections, Inc.

1998

Dry

Stated by:

8:30 am

Page 3

INSPECTOR : James Taylor

NOTICE:  It is always wise to check with the building department for permit information, especially if additions or alterations are noted.
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SUMMARY NOTES
KEY:

Page 4
(1) Recommend evaluation by a structural engineer/geo-technical engineer   (4) This item is a safety hazard - correction is needed
(2) Recommended evaluation and repairs by a licensed contractor                 (5) Upgrades are recommended for safety enhancement
(3) Refer to qualified termite report for further information                                *     This item warrants attention/repair or monitoring

SampleReport # :

Further evaluation prior to the close of escrow is always recommended so a licensed contractor
can evaluate the concerns that are noted throughout the report using the key page.  Most of the
listed and found items are minor, easily fixed, and are recommendations.  Overall, the home
appears to be in good condition.

For a summary of this report review this page and the comments under the photos.  Note:  This is
not a substitute for reading the entire report. Conditions in a home can and will change from day to
day.



Fuel system is not on for inspection-suggest utilities company light and test all fuel appliances*

Location

Pressure:N/A Copper 1 1/2" 65 PSI
Pressure is above 80 psi - recommend:

Appears serviceable 
in Garage Not located*

Handle is
Water softener installed (water condition/quality is not tested*)

23 Main Line

Comments:

24 Supply Lines

25 Waste Lines

26 Fuel System

N/A Copper

Appear serviceable

Water flow appears Noise in pipes (2)
Cross connection(s) present at:

Copper and galvanized pipe contact visible (2)
Comments:

Waste pipes show

Insufficient fall for adequate drainage (2)
Plumbing 

Comments:

N/A

Appears serviceable 
Pipes not
Improper piping at: Exposed plastic pipe (2)
No shutoff valve at: Improper union at: Pipes lack proper support (2)

Comments:

27 Water Heaters N/A Garage Storage/exch. 75 Gallons

Appears serviceable
Rust flakes in burner chamber*
Water shutoff valve
Temperature Pressure Relief Valve Combustion air

Vent flue piping

Heater in garage is not on 18" raised platform* (5)

Seismic straps appear serviceable Seismic straps Thermal blanket
Unit needs a catch pan with an exterior routed drain line*
Enclosure 

Comments:

Not Functional* Unsafe* Worn* Near end of lifespan* Not fully visible*

Not Functional* Unsafe* Worn* Near end of lifespan* Not fully visible*

Not Functional* Unsafe* Worn* Near end of lifespan* Not fully visible*

Insufficient clearance to combustible material (2)                   Pilot / system off -- could not inspect* 

PLUMBING

Pipes lack proper support at:

Pipe is corroded (2)

All vents/traps not fully visible*

Corrosion on pipes*

Firewall 

Main pipe is

Copper pipe not protected from concrete*
Operational Not operational (2) Not inspected*

Excessive corrosion on valve (2)
Leaks at main valve (2) Leaks at water conditioner (2)

Supply lines are

Evidence of 

Supply pipes show Leaking noted at:

Pipes lack support at:

Waste lines are

Open waste line (2) Trap

Fuel type isSouth SideShut Valve Location:

Pipe is under strain (2)

A
B

Type Capacity

Not Functional* Unsafe* Worn* Near end of lifespan* Not fully visible*
Burner flame appears improper (2) Heater leaks 

Vent flue piping

Recommend protecting heater from physical damage*

Location Type Capacity

Main valve location:

PVC
Appear serviceable Not Functional* Unsafe* Worn* Near end of lifespan* Not fully visible*

Natural Gas

Pipe is not 6" above ground (2)

N/A

KEY:

N/A Yes NoInsulated :

Elevation Home Inspections, Inc.

Page 18
(1) Recommend evaluation by a structural engineer/geo-technical engineer   (4) This item is a safety hazard - correction is needed
(2) Recommended evaluation and repairs by a licensed contractor                 (5) Upgrades are recommended for safety enhancement
(3) Refer to qualified termite report for further information                                *     This item warrants attention/repair or monitoring

SampleReport # :

AM PM 

Notice:  Underground pipes or pipes inside walls cannot be judged for size, leaks or corrosion.*    Water quality testing or testing for hazards such as lead is not part of this inspection.*
Notice: Be advised that some "Polybutylene" plastic piping systems have experienced documented problems.

Notice:  City sewer service, septic systems and all underground pipes are not a part of this inspection.   Future drainage performance is also not determined.*  Be advised that some "ABS"
plastic piping systems have experienced documented problems.  Contact the manufacturer or plumbing expert for further information and evaluation.*

Notice: Underground piping & fuel tanks cannot be judged.  Pipes inside walls or pipes concealed from view cannot be judged and the inspector does not perform tests for gas leaks or pipe size.*

Notice:  Estimate of remaining life is not part of this inspection.  Solar systems are not part of this inspection.  Hot water recalculating pumps/systems are not
part of this inspection.*

Leaking noted at:

Size:

Vents & Traps are serviceable

leaking (2)

.

.

.

Closed system unable to fully inspect.  Some rust and corrosion noted underneath unit on fastener. (2)
Relief valve had a small leak at the time of the inspection. (2)

.

Page 18© ITA 1997-2000



Notice: Asbestos materials have been commonly used in heating systems.*   Determining the presence of asbestos can ONLY be performed by laboratory
testing and is beyond the scope of this inspection.*

Approximate BTU's  Unit A

Natural gas

Location A

Comments:

N/A
Garage

28 Description

Heating Type:
Fuel Type:

29 Condition

30 Venting

31 Combustion Air

32 Burners

33 Distribution

N/A
System(s) appear serviceable
Not Functional Unsafe Worn Near end of lifespan Damage Deterioration

Not inspected* 

System(s) 
Comments:

N/A

Appears serviceable 

Backventing (2)

Vent lacks clearance from combustibles (2)(4) 
Improper materials used for vent pipe (2)(4)

Vent terminates near window/opening (2)(4)

Appears serviceable 

Air supply

Combustion and return air sources are too close or mixing (2)
Recommend sealing platform at:

Comments:

Comments:

N/A

Burner flame appears typical 
Unusual flame pattern (2)
Closed system / unable to inspect*

Damaged
Rust flakes in burn chamber (2) Chamber

Comments:

N/A

Appears serviceable Not fully visible* 
Ducts: 

Pipes, Radiant floor and baseboard

Register(s)
Zone valve did not operate
Radiator inoperative (2)

Comments:

Damage (2)

HEATING

Soot/Rust on

Improper vent rise (2)

Unable to fully inspect vent pipe*

Defective

Leaks on radiator (2)

Location B Location C
Unit B Unit C

Hydronic Heating Type: Heating Type:
Fuel Type: Fuel Type:

Did not respond to normal controls (2)

Not accessible* 

Improper elbow angle (2)

Damage* Deteriorated* Defects*   

Type:

Low air volume (2)
Insulation

Circulating pump
Radiator cold (2) Convector inoperative (2) Convector cold (2)
Leaks on convector (2) Leaks on fitting (2)

289000

KEY:

Elevation Home Inspections, Inc.

Page 19
(1) Recommend evaluation by a structural engineer/geo-technical engineer   (4) This item is a safety hazard - correction is needed
(2) Recommended evaluation and repairs by a licensed contractor                 (5) Upgrades are recommended for safety enhancement
(3) Refer to qualified termite report for further information                                *     This item warrants attention/repair or monitoring

SampleReport # :

Notice:  The inspector is not equipped to thoroughly inspect heat exchangers for evidence of cracks or holes, as this can only be done by dismantling the unit or other technical procedures.*
Some furnaces are designed in such a way that  inspection is almost impossible .*  Safety devices are not tested by this company .*

Notice:  Inspector does not  light pilots.  If pilots are "OFF" , a full inspection is not possible.    It is suggested that heating systems be activated and fully inspected  PRIOR TO CLOSE OF
TRANSACTION. *

Notice:  If a fuel burning heater / furnace is located in a bedroom, we recommend evaluation by a qualified heating contractor for safety and air volume requirements.*

N/A

Rust and corrosion on heat exchanger.  Recommend evaluation and repairs by a licensed contractor.(2)  Various fittings and connections
show evidence of leakage.  *  Did not leak at the time of the inspection.

.

.

.

Not fully visible. *

Unable to locate heat in garage. (2)  Heat in north east bedroom appears to take longer to heat up and is cooler than other rooms. *  Note:  In radaint
floor systems the temperature of the floor will vary from one location to another depending upon how much piping coverage is under the floor.
Note:  These systems are concealed by flooring therefore unable to fully inspect the system. *

Page 19© ITA 1997-2000



Location(s) Unit A

Comments:

35 Air Filter

36 Heating Notes

37 Cooler  &  38 Air

Appears serviceable No filter hold-down*

N/A Recommend complete system evaluation (2) Unable to locate heat in all rooms*

Suggest cleaning & servicing Fuel tank leak (2) (4)
Heater makes unusual noise during operation, further evaluation needed (2)

Air leaks at: Leakage at:

Comments:

N/A

One speed fan only* 
Appears operational

No power - unable to test* Warm air only (2)

Unit makes unusual noise during operation (2)

Air temperature differential is incorrect (2)
Coil is damaged (2)
Not level(2) Makes unusual noise(2) 

Recommend servicing system and checking refrigerant level*
N/A     120 Volts 

N/A
Termination location: No trap in line*

POWER:

CONDENSATE:

N/A

Lines not fully visible
Ice on lines (2)

REFRIGERANT LINES:

Comments:

Thermostat

Leaks at: Expansion tank
Comments:

34 Normal Controls N/A

Appears serviceable 

Unable to inspect* Utilities off*

Missing* Wrong size* Unable to inspect*

Line not fully visible*

Insulation damaged*

HEATING Continued

CB

High Low pressure (2)

Leaks at: Line(s) appear damaged (2)

Corrosion at:

Condensate lines: 

Controls need Gauges need Switch is

& AIR COOLING

Damage* Deterioration* Defects*

Undercut doors off carpet*

Type:
Not Functional* Unsafe* Worn* Near end of lifespan* Not fully visible*

Heat pump auxiliary heat not functional(2) 

Air temp below 65 degrees - unable to test system(s)* (operation could cause damage)

Unit is not level*

Insulation deteriorated*
Ice on unit (2)

240 Volts Electrical disconnect present Gas* (not inspected)

Condensate line installed

Insulation installed on-lines

Suggest changing Cleaning filter*

KEY:

Elevation Home Inspections, Inc.

Page 20
(1) Recommend evaluation by a structural engineer/geo-technical engineer   (4) This item is a safety hazard - correction is needed
(2) Recommended evaluation and repairs by a licensed contractor                 (5) Upgrades are recommended for safety enhancement
(3) Refer to qualified termite report for further information                                *     This item warrants attention/repair or monitoring

Comments N/A

SampleReport # :

One speed fan only* 

Notice:  Thermostats are not checked for calibration or timed functions.*    Adequacy, efficiency or even heat distribution of the system through the house is not part of this inspection. *

Notice: Electronic air cleaners, humidifiers and dehumidifiers are beyond the scope of this inspection. *  Have these systems evaluated by a qualified individual. *

Condensate lines: Termination location: 

Notice:  Verification of the location or condition of underground fuel storage tanks is not part of this inspection.*   Environmental risks, if any, are not included. *
Notice:  Asbestos materials have been commonly used in heating systems.*  Determining the presence of asbestos can ONLY be performed by laboratory testing and is beyond the scope of this
inspection.*

Pads Unit Float valve Pump Leaking noted* 

120volt 240voltPower:

No electrical disconnect provided (2) Improper conduit (2)
Proper grounding not provided (2) 
Junction box Cover

No conduit (2)

DATA PLATE:

Notice:  The inspector does not perform pressure tests on coolant systems; therefore no representation is made regarding coolant charge or line integrity.
Subjective judgment of system capacity is not part of the inspection.

N/A

Comments:

The Furnace pressure appears to be higher than normal. (2)  Portable sump pump was
sitting in the furnace room.  Check to see why they have a pump handy. *

.

.

.

.
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Comments:

#C-Location #D-Location#B-Location

39 Service

40 Main Panel

41 Conductors

42 Sub-panel(s)

43 Panel Notes

44 Wiring Notes

N/A Overhead
120V* 240V 120V 

Panel rating 

Appears serviceable Defects* Deterioration* Unsafe* Near end of lifespan* 
Loose connections at
Frayed wires (2)
Conductors too close to Wires touch trees*  Contact utility company(4) 

N/A Garage
Power is off at main.No inspection performed* Recommend further evaluation*

Appears serviceable 

AMPS AMPS NOT DETERMINED

Ground present
Ground clamp not visible*

N/A Service Wire: Branch Wire:

#A - Location

Comments:

N/A

Panel(s) appear(s) serviceable

Two wires connected to one breaker (2)(4) at:

Neutral and ground wires connected at sub-panel (2)(4):

Panel bond is not provided for safety (2)(4) at:

Aluminum wiring noted at the general 120volt circuits(2)(4)

Unprotected opening(s) (2)(4) at:

Electrical system appears outdated by today's standards (2)

N/A

Panel >> 

(Aluminum connections should be checked by a licensed electrician) *

Comments:

N/A Sample of switches and outlets tested appear to be serviceable
Grounding and polarity of receptacles within 6' of plumbing fixtures appear serviceable

Three prong outlets did not test properly grounded (2)(4) at:
Reverse polarity (2)(4) at:
Outlet not operational (2)(4) at: Light not operational *(2)(4) at:

Missing cover plates *(2)(4) at:

Extension cord used as wiring (2)(4) at:

Exposed wiring needs protection (2)(4) at:

Open neutral (2)(4) at:

Improper wiring (2)(4) at:
Exposed splices (2)(4) at:Box cover missing*(4) at:

'GFCI(s) responded to test
'GFCI', (a safety device for outlets near water) recommended (5) at:

ELECTRICAL

Defects* Deterioration* Unsafe* Near end of lifespan* Not accessible*

Improper wiring (2)(4) at:

'GFCI' not operational (2)(4) at:

is locked-could not inspect.* Further evaluation is needed*

Damaged connections at

N/A

Ground 
Ground system not visible*

Underground Number of conductors

Main disconnect inspected at: 

Ground loose at:

Direct tap 

No drip loop on service wires (2) 

Improper splices on main wires (2) Improper tap on main wires (2)

Not Functional* Unsafe* Worn* Near end of lifespan*

More than six breakers with no main shutoff (2)

Aluminum

Wiring Methods: Breakers Fuses 

Copper
Wiring Methods: Non-Metallic Cable

is inaccessible-could not inspect.* Further evaluation is needed*

Breaker is off* at panel:
Signs of

Antioxidant not visible on aluminum wire connections*

Closet light is subject to damage at:*

Damaged cover plates *(2)(4) at:

Evidence of

Closet light is subject to hazard at:*

Panel >> 

200

KEY:

Appears serviceable (tested)

Elevation Home Inspections, Inc.

Not verified

service panel (2)

 

Page 21
(1) Recommend evaluation by a structural engineer/geo-technical engineer   (4) This item is a safety hazard - correction is needed
(2) Recommended evaluation and repairs by a licensed contractor                 (5) Upgrades are recommended for safety enhancement
(3) Refer to qualified termite report for further information                                *     This item warrants attention/repair or monitoring

Comments:

SampleReport # :

Garage

Overfusing (fuse/breaker size too large for wire) (2)(4) at:

225

Notice:  Six or fewer breakers usually do not require a main breaker, however this may indicate minimal electrical capacity.*   If the service amperage is less than 100, upgrade may be needed to
operate larger electrical appliances*

Missing 240 volt - handle tie(s) at panel #*:
Fused neutral wire(s) (2)(4) at panel: Breakers Fuses

Outlets Switches
Not exterior rated 

Doorbell worked / none Not operational (2) Fixture 

          

 

No door bell on this home, intercom system.  Intercom system is not part of this inspection. *
Wires laying on dirt in crawl space.  They lack proper support. (2) (4)

Unprotected openings at the sub-panel box. (2)

.

Exposed openings in service panel dead front cover.  This item is a safety hazard and
correction is needed. (2)  Panel located on exterior of garage.

Furnishings prevent testing of all outlets and switches* 
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Notice: Determining odors or stains is not included!* Floor covering damage / stains may be hidden by furniture.*   The condition of wood flooring below carpet is not inspected.*

Notice: Determining whether acoustic sprayed ceilings contain asbestos is beyond the scope of this inspection.   For more information please contact the American Lung Association or an
asbestos specialist.

Notice:  The condition of walls behind wallpaper, paneling and furnishings cannot be judged.

Notice: Determining condition of all insulated windows is not possible due to temperature, weather and lighting variations.  Check with owner for further information.

Type  

45 DOORS (Entry)

Comments:

N/A Appears serviceable 

Weather stripping damaged/missing*Hardware operational

N/A Several frames are not square - may indicate movement (1)

Appears serviceable Damaged jamb* Needs adjustment at:

Door(s) rub at:
Hardware is operational

Unable to determine tempered glass*
Tracks serviceable
Screen doors not checked* Screens

Comments:

46 & 47 DOORS (Interior & Exterior)

Tempered glass

Comments:

48  Windows N/A Wood Casement

Sample tested appears serviceable Window

Screens

N/A Drywall
General condition serviceable

Furnishings prevent full inspection-do a careful check on your final walk-through

Comments:

Comments:

49 Interior Walls

50 Ceilings

51 Floors

52 Fireplace(s)

N/A Drywall
General condition serviceable
Ceiling(s)

N/A Family Room

Gas was operational  N/A Gas at fireplace

Comments:

N/A Carpet

Cracked tiles at: Damaged*
Furnishings prevent full inspection-do a careful final walk-through* Loose carpet noted* Floor squeaks noted*

Comments:

Remove or block damper open if gas log is used*

INTERIOR

Damage* Deterioration* Defects*

Hardware not operational* Damaged door jamb*

some windows missing handle cranks*

Damaged at:

Missing* Loose* Not operational*

Type:

Recommend evaluation by engineer (1)

Natural Gas

Main floor office
North east bedroom

Difficult to operate at:
Door stick at:

Door won't latch at:
Not tempered (5)
Deteriorated track(s) at:

Stains* Damage*
Broken * Window

Window
was difficult to operate at:
won't open at: 

Security bars

Wall
Wall Wallhad no visible cracksvarious areas

Ceiling(s)

Ceiling(s)
not fully visible do to height*

had no visible cracks or stains

various areas

B C

Fireplace(s)
Unit A Fireplace(s)Fireplace(s) had minor cracks*

Gas at fireplace Gas at fireplace

Uneven area at: 
Damage * Deterioration *

Fans/blowers at fireplace

Vinyl Wood Tile

Plaster Paneling

Acoustic Spray Plaster

KEY:

Elevation Home Inspections, Inc.

Page 22
(1) Recommend evaluation by a structural engineer/geo-technical engineer   (4) This item is a safety hazard - correction is needed
(2) Recommended evaluation and repairs by a licensed contractor                 (5) Upgrades are recommended for safety enhancement
(3) Refer to qualified termite report for further information                                *     This item warrants attention/repair or monitoring

N/A

N/A

N/A

SampleReport # :

Location(s)
INSERT (have checked by removal*) 

Notice:  Recommend installing safety spacer on damper when gas logs are present*  Wood and ashes are not moved for inspection,  Recommend clearing debris and further
evaluation.*

A

Minor cracks in grout and on brick like material prior to entering metal flue. *

.

.

Window won't open in north east bedroom and window difficult to operate in office. *

Minor blemishes in various areas.  Damage to drywall behind washer.

Minor blemishes in various areas.

Normal wear and tear with blemishes in various areas.  Minor damage to molding and floor in bathroom.

General condition serviceable

Appears serviceable Not Functional* Unsafe* Worn* Near end of lifespan*
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